
REFRIGERATION AND 
AIR CONDITIONING

EKA 165 display for EKC 531D1 Pack controller

The EKA 165 display provides the user with quick and clear information on the 
current operating status of compressors and condensers controlled by the EKC 
531D1 pack controller (vers. 1.3x).

Operation and status combined in a single unit:  The display is a single unit 
comprising a standard EKC display with three buttons for operation and an LED 
front with status indications.

Clear information: Sharp LEDs provide quick and clear information, e.g. 
operating and alarm status for compressors/condenser fans.   

Guaranteed IP 65 protection: A flat gasket guarantees IP 65 protection, 
allowing the display to be fitted to the front of an electrical enclosure. 

Easy and sturdy installation: The display is fitted using nuts fitted on the 
integrated installation pins.
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Status information

Installation and connection

IP 65 protection
A flat gasket guarantees 
IP 65 protection, allowing 
the display to be fitted to 
the front of an electrical 
enclosure.

Easy and sturdy installation: 
The display is fitted using 
nuts fitted on the integrated 
installation pins.

Connection
The display is 
connected to the 
EKC 531D1 controller 
using a pre-fabricated 
Danfoss cable with 
connectors.

Controller main switch status.
The LED is on when the 
controller is switched OFF.

Status of overall alarm 
condition.
The LED flashes in the event 
of an alarm.

Indication of speed control (if 
any) of condenser fans.

Digital input status.

Pushbuttons for configuration 
of EKC 531D1 controller.

The four LEDs in the integrated EKC 
display indicate the regulation zone in 
which the suction pressure is present.

Current operating and alarm status 
for compressors and unloader 
valves.

Current operating status for 
condenser fans. In the case of speed 
control, each fan indicates 12.5% 
capacity.

Indication of optimisation (if any) of 
the suction pressure as a result of 
night-setback or suction pressure 
optimisation. 

Indication of compressor start/stop 
prevention (if any) as a result of 
timer restriction.

Indication of condensing pressure 
optimisation (if any) as a result 
of floating condensing pressure 
regulation.

High pressure alarm status.
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